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USER ENTERS AN INDIVIDUAL PROGRAM SCHEDULE ON 
PEER-TO-PEER COMMUNICATION DEVICE 
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r 


PEER-TO-PEER COMMUNICATION DEVICE TRANSMITS 
PROGRAM SCHEDULE TO CONTROLLER 
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CONTROLLER INCORPORATES THE INDIVIDUAL PROGRAM 
SCHEDULE INTO ITS GLOBAL SCHEDULE 
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CONTROLLER SELECTS ONE OR MORE PEER-TO-PEER 
COMMUNICATION DEVICES TO RECORD THE PROGRAM 
SCHEDULE ' 
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XTIME UNITS BEFORE THE RECORDED CONTENT IS 
SCHEDULED TO BE PLAYED, THE PEER-TO-PEER 
COMMUNICATION DEVICE DETERMINES IF THE CONTENT IS 
RECORDED LOCALLY 
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IF THE CONTENT IS RECORDED LOCALLY, THE CONTENT IS 
PLAYED FOR THE USER AT THE SCHEDULED TIME 
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IF THE CONTENT IS NOT RECORDED LOCALLY, THE PEER- 
TO-PEER COMMUNICATION DEVICE SENDS A REQUEST TO 
CONTROLLER TO DETERMINE WHERE THE CONTENT IS 
RECORDED (I.E., WHICH PEER-TO-PEER COMMUNICATION 
DEVICE RECORDED THE CONTENT) 



CONTROLLER ESTABLISHES A CONNECTION BETWEEN THE 
REQUESTING PEER-TO-PEER COMMUNICATION DEVICE 
AND THE PEER-TO-PEER COMMUNICATION DEVICE THAT 
RECORDED THE REQUESTED CONTENT 
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THE PEER-TO-PEER COMMUNICATION DEVICE THAT 
RECORDED THE REQUESTED CONTENT TRANSMITS THE 
REQUESTED CONTENT TO THE REQUESTING PEER-TO-PEER 
COMMUNICATION DEVICE 
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THE REQUESTING PEER-TO-PEER COMMUNICATION DEVICE 
PLAYS THE REQUESTED CONTENT FOR THE USER AT THE 
SCHEDULED TIME 
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